
Commission communication in the framework of the implementation of the Council Directive 89/106/EEC of 21 December 1988 on the approximation of laws, regulations and administrative provisions of the Member States relating to construction products
(Text with EEA relevance)

(Publication of titles and references of harmonised standards under the directive)

The date of applicability of the standard as a harmonised European standard and of the end of the co-existence period, i.e. of withdrawal of conflicting national technical specifications, after which presumption of conformity must be based upon the harmonised European standard, are available at page http://ec.europa.eu/enterprise/newapproach/nando/index.cfm?fuseaction=cpd.hs of the European Commission NANDO information system.
29th batch of 07.2011 (12th consolidated list)

· 10 new references (compared with 11th consolidated list cited in OJ on 17/12/2010):

> 10 not yet cited hENs > A total of 412 hENs in OJEU 
· 15 revised hENs

· 0 Amendment to already cited hEN

· 0 Corrigenda to already cited hENs 
Please find bold, new references in CEN batch of 07/2011 
	CONSTRUCT reference for Transitional Arrangement
	Reference and title of the harmonised standard
(and reference document)


	DAV
	Date of applicability of the standard as a harmonised European standard
	Date of the end of the co-existence period
(2)

	
	
	
	
	
	
	

	
	EN 331:1998
Manually operated ball valves and closed bottom taper plug valves for gas installations for buildings
	21.01.1998
	01.09.2011
	01.09.2012

	
	EN 331:1998/A1:2010

	01.12.2010
	01.09.2011
	01.09.2012

	Replaces 
EN 413-1:2004
Coexistence ended on 01.12.2005
	EN 413-1:2011
Masonry cement - Part 1: Composition, specifications and conformity criteria
	20.04.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 544:2005
Coexistence ended on 1.10.07
	EN 544:2011
Bitumen shingles with mineral and/or synthetic reinforcements - Product specification and test methods
	29.06.2011
	01.04.2012
	01.04.2012

	Replaces 
EN 771-1:2003
Coexistence ended on 01.04.06
	EN 771-1:2011
Specification for masonry units - Part 1: Clay masonry units
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 771-2:2003
Coexistence ended on 01.04.06
	EN 771-2:2011
Specification for masonry units - Part 2: Calcium silicate masonry units
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 771-3:2003
Coexistence ended on 01.04.06
	EN 771-3:2011
Specification for masonry units - Part 3: Aggregate concrete masonry units (Dense and lightweight aggregates)
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 771-4:2003
Coexistence ended on 01.04.06
	EN 771-4:2011
Specification for masonry units - Part 4: Autoclaved aerated concrete masonry units
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 771-5:2003
Coexistence ended on 01.04.06
	EN 771-5:2011
Specification for masonry units - Part 5: Manufactured stone masonry units
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 771-6:2005
Coexistence ended on 01.08.07
	EN 771-6:2011
Specification for masonry units - Part 6: Natural stone masonry units
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 1520:2002
Coexistence ended on 01.09.04
	EN 1520:2011
Prefabricated reinforced components of lightweight aggregate concrete with open structure with structural or non-structural reinforcement
	16.03.2011
	01.01.2012
	01.01.2013

	Replaces 
EN 1858:2008
Coexistence ended on 01.09.10
	EN 1858:2008+A1:2011
Chimneys - Components - Concrete flue blocks
	29.06.2011
	01.04.2012
	01.04.2013

	
	EN 12101-7:2011
Smoke and heat control systems - Part 7: Smoke duct sections
	04.05.2011
	01.02.2012
	01.02.2013

	
	EN 12101-8:2011
Smoke and heat control systems - Part 8: Smoke control dampers
	04.05.2011
	01.02.2012
	01.02.2013

	Replaces 
EN 12446:2003

Coexistence ended on 01.02.05 
	EN 12446:2011
Chimneys - Components - Concrete outer wall elements
	22.06.2011
	01.04.2012
	01.04.2013

	Replaces 
EN 12859:2008
Coexistence ended on 01.01.10 
	EN 12859:2011
Gypsum blocks - Definitions, requirements and test methods
	16.02.2011
	01.12.2011
	01.12.2012

	Replaces EN 13241-1:2003
Coexistence ended on 01.05.05
	EN 13241-1:2003+A1:2011

Industrial, commercial and garage doors and gates - Product standard - Part 1: Products without fire resistance or smoke control characteristics
	06.04.2011
	01.01.2012
	01.01.2013

	Replaces EN 13341:2005
Coexistence ended on 01.01.09
	EN 13341:2005+A1:2011

Thermoplastics static tanks for above ground storage of domestic heating oils, kerosene and diesel fuels - Blow moulded polyethylene, rotationally moulded polyethylene and polyamide 6 by anionic polymerization tanks - Requirements and test methods
	12.01.2011
	01.10.2011
	01.10.2011

	CONSTRUCT 02/554

adopted

DAV + 21
	EN 14055:2010
WC and urinal flushing cisterns
	24.11.2010
	01.09.2011
	01.09.2012

	Replaces EN 14081-1:2005
Coexistence ends on 31.12.2011

FI Queries solved with this revision.

	EN 14081-1:2005+A1:2011

Timber structures - Strength graded structural timber with rectangular cross section - Part 1: General requirements
	12.01.2011
	01.10.2011
	01.10.2012

	
	EN 14229:2010
Structural timber – Wood poles for overhead lines
	06.10.2010
	01.09.2011
	01.09.2012

	
	EN 14846:2008
Building hardware - Locks and latches - Electromechanically operated locks and striking plates - Requirements and test methods
	27.08.2008
	01.09.2011
	01.09.2012

	
	EN 15037-2:2009+A1:2011
Precast concrete products - Beam-and-block floor

systems - Part 2: Concrete blocks
	23.02.2011
	01.12.2011
	01.12.2012

	
	EN 15037-3: 2009+A1:2011
Precast concrete products - Beam-and-block floor

systems - Part 3: Clay blocks
	23.02.2011
	01.12.2011
	01.12.2012

	
	EN 15368:2008+A1:2010

Hydraulic binder for non-structural applications - Definition, specifications and conformity criteria
	16.06.2010
	01.09.2011
	01.09.2012

	
	EN 15650:2010

Ventilation for buildings - Fire dampers
	07.04.2010
	01.09.2011
	01.09.2012
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